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GAYLORD OPRYLAND RESORT & CONVENTION CENTER
RYMAN C2 EXHIBIT HALL

NOVEMBER 21-24, 2013
ANNUAL CONVENTION

ASSOCIATION FOR BEHAVIORAL AND COGNITIVE THERAPIES

Inventory as of 06/03/2013

Dimension
10'x10'

Size
100

Totals:

Qty
38

38

SqFt
3,800

3,800

NOT TO SCALE

REVISION DATE:

DRAWING STARTED:

OR USAGE OF AN EXHIBIT, IT IS THE SOLE
RESPONSIBILITY OF THE EXHIBITOR TO

IF THE LOCATION OF BUILDING COLUMNS,

A CONSIDERATION IN THE CONSTRUCTION

MADE WITH RESPECT TO THIS FLOORPLAN.
EITHER EXPRESSED OR IMPLIED ARE

VERIFY ALL DIMENSIONS AND LOCATIONS.

COMPONENTS OF THE FACILITY IS

COPYRIGHT 2007, FREEMAN CO.C

ALL RIGHTS RESERVED.

DISCLAIMER

HALL NAME:

PHYSICALLY INSPECT THE FACILITY TO

UTILITIES OR OTHER ARCHITECTURAL

FLOORPLAN. HOWEVER NO WARRANTIES,
INFORMATION CONTAINED ON THIS

ENSURE THE ACCURACY OF ALL
EVERY EFFORT HAS BEEN MADE TO

BOOTH COUNT

BLDG. LEGEND:

FILE PATH:

5/2/13 TLR

JOB NUMBER:

ACCT. EXEC.:

JH

PROPOSAL

RYMAN C2

J:\SHOWS\2013\11-November\1113 Behavioral Cognitive Therapy\Floorplan

DRAWING NAME:
1113 BEHAVIORALCOGNITIVETHERAPY

6/3/13 TLR

-RECTANGULAR DRAIN MOSTLY LOCATED IN

-CIRCULAR DRAIN MOSTLY LOCATED IN RYMAN

    (NOTE: ALL DRAINS ARE LOCATED NEAR A

TECHNICAL INFORMATION

    (NOTE: PIPES LOCATED ON THE COLUMNS DO

(NOTE: ELECTRICAL & PHONE LINES ARE LOCATED

        1-120/208V 50AMP (4 WIRE,1 PHASE)

        1-120/208V 20AMP (5 WIRE,3 PHASE)

        1-120/208V 50AMP (5 WIRE,3 PHASE)
        1-120/208V 30AMP (5 WIRE,3 PHASE)

ELECTRICAL OUTLET INFORMATION:

E-INDICATES ELECTRICAL DROPS

        ARE LOCATED NEXT TO THE PROPER COLUMN
COLUMNS: VARY IN SIZE, ALL COLUMN DIMENSIONS

SHADED AREA-INDICATES FOYER & CROSSOVER AREA

 (NOTE: CEILING HEIGHT IN THIS AREA IS 12'.)
   BETWEEN C1-B6 HALLS.

            RYMAN B1-B6 EXHIBIT HALL-16'

CEILING HEIGHT-(AVERAGE CLEARANCE):

FLOOR LOAD: 500lbs PER SQUARE FT.

(NOTE: 277/480V AVAILABLE UPON REQUEST.)

            RYMAN C1-C2 EXHIBIT HALL-

A-AIRLINE DROPS

F.E.-FIRE EXTINGUISHERS

          NOT EXCEED 5" DIAMETER)

-5" DIAMETER DRAIN PIPE

   ON ALL COLUMNS.)

        1-10V 30AMP
OUTPUTS: 4-110V 20AMP

            RYMAN A EXHIBIT HALL----

RESTROOM

A-B5

RYMAN C1-C2

DRAINAGE GRADES:

          WATER OUTLET)

STAIRS

PIPES:

MENS

WOMENS
RESTROOM

19'

12'

PASSENGER
ELEVATOR

REGISTRATION


